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TN THE UN ITED STATES PATENT & TRADEMARK OFFTCE 



IN RE APPLICATION OF 

MIROSLAW Z. BOBER 

SERIAL NO: NEW U.S. PCT APPLN 
(Based on PCT/JP00/04400) 

FILED: HEREWITH 



: ATTN: APPLICATION DIVISION 



FOR: METHOD, APPARATUS, COMPUTER: 
PROGRAM, COMPUTER SYSTEM, 
AND COMPUTER-READABLE 
STORAGE FOR REPRESENTING 
AND SEARCHING FOR AN OBJECT 
IN AN IMAGE 



ASSISTANT COMMISSIONER FOR PATENTS 
WASHINGTON, D.C. 20231 

SIR: 

Prior to a first examination on the merits, please amend the above-identified 
application as follows: 



IN THE CLAIMS 
Please amend the claims as follows: 

Claim 7, line 1, replace "any one of claims 1 to 6" with —claim 1—. 

Claim 9, line 1, replace "any one of claims 1 to 6" with —claim 1— . 

Claim 13, line 1, replace "any one of claims 10 to 12" with —claim 10—. 

— 14. (Amended) A method as claimed in claim 10 wherein said values are derived 
using a method [as claimed in any one of claims 1 to 9] of representing an object appearing 
in a still or video image, by processing signals corresponding to the image, the method 



comprising deriving a plurality of numerical values associated with features appearing on the 
outline of an object starting from an arbitrary point o n the outline and applying a 
predetermined ordering to said values to arrive at a rep resentation of the outline.-- 

Claim 15, lines 5-6, replace "any one of claims 1 to 9" with —claim 1~; 

lines 7-8, replace "any one of claims 1 to 9" with —claim 1—. 

Claim 16, line 3, replace "any one of claims 10 to 12" with —claim 10—. 

Claim 18, line 2, replace "any one of claims 1 to 17" with —claim 1— . 

Claim 19, line 2, replace "any one of claims 1 to 17" with —claim 1—. 

Claim 20, line 2, replace "any one of claims 1 to 17" with —claim 1—. 

Claim 21, line 3, replace "any one of claims 1 to 17" with —claim 1— . 

REMARKS 

Favorable consideration of this application, as presently amended, is respectfully 
requested. 

The present preliminary amendment is submitted to place the above-identified 
application in more proper format under United States practice. By the present preliminary 
amendment the claims have been amended to no longer recite any multiple dependencies. 
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The present application is believed to be in condition for a full and thorough 
examination on the merits. An early and favorable consideration of the present application is 
hereby respectfully requested. 



Respectfully submitted, 

OBLON, SPIVAK, McCLELLAND, 
MAIER & NEUSTADT, P.C. 



Gregory J. Maier 
Attorney of Record 
Registration No. 25,599 
Surinder Sachar 
Registration No. 34,423 
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SPECIFICATION 



Method, Apparatus, Computer program, Computer system, and 
Computer-readable storage medium for Representing and 
Searching for an Object in an Image 

Technical Field 
The present invention relates to the representation of 
an object appearing in a still or video image, such as an 
image stored in a multimedia database, especially for 
searching purposes, and to a method and apparatus for 
searching for an object using such a representation. 



In applications such as image or video libraries, it is 
desirable to have an efficient representation and storage of 
the outline or shape of objects or parts of objects 
appearing in still or video images . A known technique for 
shape-based indexing and retrieval uses Curvature Scale 
Space (CSS) representation. Details of the CSS 
representation can be found in the papers "Robust and 
Efficient Shape Indexing through Curvature Scale Space" Proc. 
British Machine Vision conference, pp 53-62, Edinburgh, UK, 
1996 and "Indexing an Image Database by Shape Content using 
Curvature Scale Space" Proc. IEE Colloquium on Intelligent 
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Databases, London 1996, both by F. Mokhtarian, S. Abbas i and 
J. Kittler, the contents of which are incorporated herein by 
reference. 

The CSS representation uses a curvature function for 
the outline of the object, starting from an arbitrary point 
on the outline. The curvature function is studied as the 
outline shape is evolved by a series of deformations which 
smooth the shape. More specifically, the zero crossings of 
the derivative of the curvature function convolved with a 
family of Gaussian filters are computed. The zero crossings 
are plotted on a graph, known as the Curvature Scale Space, 
where the x-axis is the normalised arc-length of the curve 
and the y-axis is the evolution parameter, specifically, the 
parameter of the filter applied. The plots on the graph 
form loops characteristic of the outline. Each convex or 
concave part of the object outline corresponds to a loop in 
the CSS image. The co-ordinates of the peaks of the most 
prominent loops in the CSS image are used as a 
representation of the outline. 

To search for objects in images stored in a database 
matching the shape of an input object, the CSS 
representation of an input shape is calculated. The 
similarity between an input shape and stored shapes is 
determined by comparing the position and height of the peaks 
in the respective CSS images using a matching algorithm. 
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A problem with the known CSS representation is that the 
peaks for a given outline are based on the curvature 
function which is computed starting from an arbitrary point 
on the outline. If the starting point is changed, then 
there is a cyclic shift along the x-axis of the peaks in the 
CSS image. Thus, when a similarity measure is computed, all 
possible shifts need to be investigated, or at least the 
most likely shift. This results in increased complexity in 
the searching and matching procedure. 

Accordingly the present invention provides a method of 
representing an object appearing in a still or video image, 
by processing signals corresponding to the image, the method 
comprising deriving a plurality of numerical values 
associated with features appearing on the outline of an 
object starting from an arbitrary point on the outline and 
applying a predetermined ordering to said values to arrive 
at a representation of the outline. Preferably, said values 
are derived from a CSS representation of said outline, and 
preferably they correspond to the CSS peak values. 

As a result of the invention, the computation involved 
in matching procedures can be greatly reduced, without a 
significant reduction in the retrieval accuracy. 
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Disclosure of invention 
A method of representing an object appearing in a still 

or video image, by processing signals corresponding to the 

image set forth in claim l f the method comprises deriving a 

plurality of numerical values associated with features 

appearing on the outline of an object starting from an 

arbitrary point on the outline and applying a predetermined 

ordering to said values to arrive at a representation of the 

outline. 

In a method set forth in claim 2, the predetermined 
ordering is such that the resulting representation is 
independent of the starting point on the outline. 

In a method set forth in claim 3, the numerical values 
reflect points of inflection on the curve. 

In a method set forth in claim 4, a curvature scale 
space representation of the outline is obtained by smoothing 
the outline in a plurality of stages using a smoothing 
parameter sigma, resulting in a plurality of outline curves, 
using values for the maxima and minima of the curvature of 
each outline curve to derive curves characteristic of the 
original outline, and selecting the co-ordinates of peaks of 
said characteristic curves as said numerical values. 

In a method set forth in claim 5, the co-ordinates of 
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the characteristic curves correspond to an arc-length 
parameter of the outline and the smoothing parameter. 

In a method set forth in claim 6, the peak co-ordinate 
values are ordered on the basis of the peak height values, 
corresponding to the smoothing parameter. 

In a method set forth in claim 7, the values are 
ordered starting from the greatest value. 

In a method set forth in claim 8, the values are 
ordered in decreasing size. 

In a method set forth in claim 9, the values are 
ordered starting from the smallest value. 

A method of representing an object appearing in a still 
or video image, by processing signals corresponding to the 
image set forth in claim 10, the method comprises deriving a 
plurality of numerical values associated with features 
appearing on the outline of an object to represent said 
outline and deriving a factor indicating the reliability of 
said representation using a relationship between at least 
two of said values. 

In a method set forth in claim 11, the factor is based 
on the ratio between two of said values. 

In a method set forth in claim 12, the ratio is of the 



two greatest values . 

In a method set forth in claim 13 , a curvature scale 
space representation of the outline is obtained by smoothing 
the outline in a plurality of stages using a smoothing 
parameter sigma, resulting in a plurality of outline curves , 
using values for the maxima and minima of the curvature of 
each outline curve to derive curves characteristic of the 
original outline, and selecting the co-ordinates of peaks of 
said characteristic curves as said numerical values. 

In a method set forth in claim 14, the values are 
derived using a method as claimed in any one of claims 1 to 
9, 

A method of searching for an object in a still or video 
image by processing signals corresponding to images set 
forth in claim 15 f the method comprises inputting a query in 
the form of a two-dimensional outline, deriving a descriptor 
of said outline using a method as claimed in any one of 
claims 1 to 9 , obtaining a descriptor of objects in stored 
images derived using a method as claimed in any one of 
claims 1 to 9 and comparing said query descriptor with each 
descriptor for a stored object, and selecting and displaying 
at least one result corresponding to an image containing an 
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object for which the comparison indicates a degree of 
similarity between the query and said object. 

In a method set forth in claim 16, a factor is derived 
for the query outline and for each stored outline using a 
method as claimed in any one of claims 10 to 12, and the 
comparison is made using the predetermined ordering only or 
the predetermined ordering and some other ordering depending 
on said factors* 

A method of representing a plurality of objects 
appearing in still or video images, by processing signals 
corresponding to the images set forth in claim 17, the 
method comprises deriving a plurality of numerical values 
associated with features appearing on the outline of each 
object and applying the same predetermined ordering to said 
values for each outline to arrive at a representation of 
each outline. 

An apparatus set forth in claim 18 is adapted to 
implement a method as claimed in any one of claims 1 to 17. 

A computer program set forth in claim 19 implements a 
method as claimed in any one of claims 1 to 17. 

A computer system set forth in claim 20 is programmed 
to operate according to a method as claimed in any one of 
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claims 1 to 17. 

A computer-readable storage medium set forth in claim 
21 stores computer-executable process steps for implementing 
a method as claimed in any one of claims 1 to 17. 

A method of representing objects in still or video 
images set forth in claim 22 is described with reference to 
the accompanying drawings . 

A method of searching for objects in still or video 
images set forth in claim 23 is described with reference to 
the accompanying drawings . 

A computer system set forth in claim 24 is described 
with reference to the accompanying drawings * 

Brief Description of the prawings 

Fig. 1 is a block diagram of a video database system; 

Fig. 2 is a drawing of an outline of an object; 

Fig. 3 is a CSS representation of the outline of Fig. 
2; and 

Fig. 4 is a block diagram illustrating a searching 
method. 
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Best Mode for Carrying Out the Invention 

First embodiment 

Fig. 1 shows a computerised video database system 

according to an embodiment of the invention. The system 

includes a control unit 2 in the form of a computer, a 

display unit 4 in the form of a monitor, a pointing device 6 

in the form of a mouse, an image database 8 including stored 

still and video images and a descriptor database 10 storing 

descriptors of objects or parts of objects appearing in 

images stored in the image database 8. 

A descriptor for the shape of each object of interest 
appearing in an image in the image database is derived by 
the control unit 2 and stored in the descriptor database 10. 
The control unit 2 derives the descriptors operating under 
the control of a suitable program implementing a method as 
described below. 

Firstly, for a given object outline, a CSS 
representation of the outline is derived. This is done 
using the known method as described in one of the papers 
mentioned above. 

More specifically, the outline is expressed by a 
representation W = {(x(u), y(u), u£ [0, 1]} where u is a 
normalised arc length parameter. 
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The outline is smoothed by convolving W with an ID 
Gaussian kernel g(u, a), and the curvature zero crossings of 
the evolving curve are examined as a changes. The zero 
crossing are identified using the following expression for 
the curvature: 

(x>,oo 2 +y>,^)T 2 

where 

X(u, a) - x(u) * g(u, a) Y(u, a) = y(u) * g(u, a) 

and 

X u («, a) « x(u) * g u (u, a) X uu («, a) « *(« ) * g uu («, a) 

in the above, * represents convolution and subscripts 
represent derivatives. 

The number of curvature zero crossings changes as a 
changes, and when a is sufficiently high W is a convex curve 
with no zero crossings. 

The zero crossing points (u, a) are plotted on a graph , 
known as the CSS image space. This results in a plurality 
of curves characteristic of the original outline. The peaks 
of the characteristic curves are identified and the 
corresponding co-ordinates are extracted and stored. In 
general terms, this gives a set of n co-ordinate pairs 
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[(xl,yl), (x2,y2), . . . . (xn,yn) ] , where n is the number of 
peaks , and xi is the arc-length position of the ith peak and 
yi is the peak height. 

The order and position of characteristic curves and the 
corresponding peaks as they appear in the CSS image space 
depends on the starting point for the curvature function 
described above. According to the invention, the peak co- 
ordinates are re-ordered using a specific ordering function. 

Ordering is performed by a one-to-one mapping T of the 
peak indices {1 . . .n}to a new set of indices <1 ...n}. 

In this embodiment, the co-ordinate pairs are ordered 
by considering the size of the y co-ordinates. Firstly, the 
highest peak is selected. Suppose the kth peak is the most 
prominent. Then (xk, yk) becomes the first in the ordered 
set of values. In other words, T(k) = 1. Similarly, the 
other peak co-ordinates are re-ordered in terms of 
decreasing peak height. If two peaks have the same height, 
then the peak having the x-co-ordinate closest to that of 
the preceding co-ordinate pair is placed first. In other 
words, each co-ordinate pair having an original index i is 
assigned a new index j where T(i) = j and yj>=y ( j+1 ) • Also, 
each value xi is subjected to a cyclic shift of -xk. 
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As a specific example, the outline shown in Fig. 2 
results in a CSS image as shown in Fig. 3. Details of the 
co-ordinates of the peaks of the curves in the CSS image are 
given in Table 1 below. 



Peak Index 


X 


Y 


1 


0.124 


123 


2 


0.68 


548 


3 


0.22 


2120 


4 


0.773 


1001 


5 


0.901 


678 



Table 1. 



The peaks are ordered using the ordering described 
above. in other words, the co-ordinates are ordered in 
terms of decreasing peak height. Also, the x co-ordinates 
are all shifted towards zero by an amount equal to the 
original x co-ordinate of the highest peak. This results in 
re-ordered peak co-ordinates as given in Table 2 below. 



Peak Index 


X 


Y 


1 


0 


2120 


2 


0.553 


1001 


3 


0.681 


678 


4 


0.46 


548 


5 


0.904 


123 



Table 2. 



These re-ordered peak co-ordinates form the basis of 
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the descriptor stored in the database 10 for the object 
outline. In this embodiment, the peak co-ordinates are 
stored in the order shown in Table 2. Alternatively, the 
co-ordinates can be stored in the original order, together 
with an associated indexing indicating the new ordering. 

Second embodiment 

An alternative method of representing the object 

outline according to a second embodiment will now be 

described. 

A CSS representation of the outline is derived as 
described above. However, the ordering of the peak co- 
ordinates is different from the ordering in Embodiment 1 
described above. More specifically, firstly the highest 
peak is selected. Suppose peak k is the most prominent one. 
Then (xk,yk) becomes the first peak in the ordered set of 
peaks. The subsequent peaks are ordered so that for peak 
co-ordinates of original index i, then T(i) = j, and 
xj<=x(j+l). Also, all values xi are shifted downwards by an 
amount xk equal to the original x co-ordinate of original 
peak k. 

In other words, in the ordering method according to 
embodiment 2, the highest peak is selected and placed first, 
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and then the remaining peaks follow in the original sequence 
starting from the highest peak. 

Table 3 below shows the peak values of Table 1 ordered 
according to the second embodiment. 
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Peak Index 


X 


Y 


1 


0 


2120 


2 


0.46 


548 


3 


0.553 


1001 


4 


0.681 


678 


5 


0.904 


123 



Table 3. 



In a development of embodiments 1 and 2 described above, 
a confidence factor (CF) is additionally associated with 
each representation of a shape . The CF is calculated from 
the ratio of the second highest and the highest peak values 
for a given shape. 

For the outline shown in Fig. 2, the CF value is CF = 
1001/2120. In this example, the CF is quantized by rounding 
to the nearest 0.1 to reduce storage requirements. 
Accordingly, here CF = 0.5. 

The CF value in this example is a reflection of the 
accuracy or uniqueness of the representation. Here, a CF 
value close to one means low confidence and a CF value close 
to zero means high confidence. In other words, the closer 
are the two highest peak values, the less likely it is that 
the representation is accurate. 

The CF value can be useful when performing a matching 
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procedure, as will be shown in the following description. 

Third embodiment 

A method of searching for an object in an image in 

accordance with an embodiment of the invention will now be 

described with reference to Fig. 4 which is a block diagram 

of the searching method. 

Here, the descriptor database 10 of the system of Fig. 
1 stores descriptors derived according to the first ordering 
method described above together with associated CF values. 

The user initiates a search by drawing an object 
outline on the display using the pointing device (step 410). 
The control unit 2 then derives a CSS representation of the 
input outline and orders the peak co-ordinates in accordance 
with the same ordering function used for the images in the 
database to arrive at a descriptor for the input outline 
(step 420). The control unit 2 then also calculates a CF 
value for the input outline by calculating the ratio of the 
second highest peak value to the highest peak value and 
quantizing the result (step 430). 

The control unit 2 then compares the CF value for the 
input outline with a predetermined threshold (step 440). In 
this example, the threshold is 0.75. If the CF value is 



16 



lower than the threshold, indicating a relatively high 
confidence in the accuracy of the input descriptor, then the 
next step is to consider the CF value for the model (ie 
image stored in the database) under consideration. If the 
model CF is also lower than the threshold (step 450), then 
the input and model are compared using the respective 
descriptors in the predetermined ordering only (step 460). 
If CF for either the input or the model is greater than the 
threshold, then matching is performed by comparing all 
possible different orderings of the co-ordinate values in 
the input descriptors with the model descriptor in the 
database (step 470). 

The matching comparison is carried out using a suitable 
algorithm resulting in a similarity measure for each 
descriptor in the database. A known matching algorithm 
such as described in the above-mentioned papers can be used. 
That matching procedure is briefly described below. 

Given two closed contour shapes, the image curve Wi and 
the model curve ^Pm and their respective sets of peaks 
{(xil,yil) , (xi2,yi2) , . . , (xin,yin)} and {(xml,yml), (xm2,ym2), 

(xmn,ymn) } the similarity measure is calculated. The 
similarity measure is defined as a total cost of matching 
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of peaks in the model into peaks in the image. The matching 
which minimises the total cost is determined using a dynamic 
programming. The algorithm recursively matches the peaks 
from the model to the peaks from the image and calculates 
the cost of each such match. Each model peak can be matched 
with only one image peak and each image peak can be matched 
with only one model peak. Some of the model and or image 
peak may remain unmatched, and there is an additional 
penalty cost for each unmatched peak. Two peaks can be 
matched if their horizontal distance is less then 0.2. The 
cost of a match is the length of the straight line between 
the two matched peaks. The cost of an unmatched peak is its 
height. 

In more detail the algorithm works by creating and 
expanding a tree-like structure, where nodes correspond to 
matched peaks : 

1. Create starting node consisting of the largest 
maximum of the image (xik, yik) and the largest maximum of 
the model (xir,yir). 

2. For each remaining model peak which is within 80 
percent of the largest maximum of the image peaks create an 
additional starting node. 
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3. Initialise the cost of each starting node created 
in 1 and 2 to the absolute difference of the y-coordinate of 
the image and model peaks linked by this node. 

4. For each starting node in 3, compute the CSS shift 
parameter alpha , defined as the difference in the x 
(horizontal) coordinates of the model and image peaks 
matched in this starting node. The shift parameter will be 
different for each node. 

5. For each starting node, create a list of model 
peaks and a list of image peaks. The list hold information 
which peaks are yet to be matched. For each starting node 
mark peaks matched in this node as "matched and all other 
peaks as " unmatched " . 

6. Recursively expand a lowest cost node (starting 
from each node created in steps 1-6 and following with its 
children nodes) until the condition in point 8 is fulfilled. 
To expand a node use the following procedure: 

7. Expanding a node: 

If there is at least one image and one model peak 
left unmatched: 

select the largest scale image curve CSS maximum 
which is not matched (xip,yip) . Apply the starting node 
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shift parameter (computed in step 4) to map the selected 
maximum to the model CSS image - now the selected peak has 
coordinates (xip-alpha, yip). Locate the nearest model curve 
peak which is unmatched (xms,yms). If the horizontal 
distance between the two peaks is less then 0.2 (i.e: [xip- 
alpha- xms | < 0.2), match the two peaks and define the cost 
of the match as the length of the straight line between the 
two peaks. Add the cost of the match to the total cost of 
that node. Remove the matched peaks from the respective 
lists by marking them as "matched". If the horizontal 
distance between the two peaks is greater than 0.2, the 
image peak (xip,yip) cannot be matched. In that case add its 
height yip to the total cost and remove only the peak 
(xip,yip) from the image peak list by marking it as 
"matched" . 

Otherwise (There are only image peaks or there are 
only model peaks left unmatched): 

Define the cost of the match as the height of the 
highest unmatched image or model peak and remove that peak 
from the list. 

8. If after expanding a node in 7 there are no 
unmatched peaks in both the image and model lists, the 



20 



matching procedure is terminated. The cost of this node is 
the similarity measure between the image and model curve. 
Otherwise, go to point 7 and expand the lowest cost node. 

The above procedure is repeated with the image curve 
peaks and the model curve peaks swapped. The final matching 
value is the lower of the two. 

As another example, for each position in the ordering, 
the distance between the input x value and the corresponding 
model x value and the distance between the input y value and 
the corresponding model y value are calculated. The total 
distance over all the positions is calculated and the 
smaller the total distance, the closer the match. if the 
number of peaks for the input and the model are different, 
the peak height for the leftovers is included in the total 
distance. 

The above steps are repeated for each model in the 
database (step 480). 

The similarity measures resulting from the matching 
comparisons are ordered (step 4 90) and the objects 
corresponding to the descriptors having similarity measures 
indicating the closest match (i.e. here the lowest 
similarity measures) are then displayed on the display unit 
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4 for the user (step 500). The number of objects to be 
displayed can be pre-set or selected by the user. 

In the above embodiment, if the CF value is greater 
than the threshold, then all possible orderings of the input 
descriptor values are considered in the matching. it is not 
necessary to consider all possible orderings, and instead 
only some possible orderings may be considered, such as some 
or all cyclic shifts of the original CSS representation. 
Furthermore, in the above embodiment, the threshold value is 
set to 0.75, but the threshold can be set to different 
levels. For example, if the threshold is set to zero, then 
all matches are performed by analysis of some or all 
possible orderings. This increases the amount of computation 
required compared with case when threshold is above zero, 
but since the peaks have already been ordered and their x- 
coordinate adjusted for a particular starting point or 
object rotation, the amount of computation required is 
reduced compared with the original system where no such 
adjustment has been made. Consequently, by setting the 
threshold to zero the system offers some reduction in 
computational cost and the retrieval performance is exactly 
the same as in the original system. 
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Alternatively, if the threshold is set to one, then 
matching is performed using only the stored ordering. There 
is then a significant reduction in computation required, 
with only a small deterioration in retrieval accuracy. 

Various modifications of the embodiments described 
above are possible. For example, instead of ordering the 
CSS peak co-ordinate values as described in embodiments 1 
and 2 other orderings can be used. For example, the values 
can be placed in order of increasing rather than decreasing 
peak height. Instead of storing the ordered values in the 
database, the ordering can be carried out during the 
matching procedure. 
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industrial Applicability 
A system according to the invention may, for example, 

be provided in an image library. Alternatively, the 
databases may be sited remote from the control unit of the 
system, connected to the control unit by a temporary link 
such as a telephone line or by a network such as the 
internet. The image and descriptor databases may be 
provided, for example, in permanent storage or on portable 
data storage media such as CD-ROMs or DVDs . 

Components of the system as described may be provided 
in software or hardware form. Although the invention has 
been described in the form of a computer system, it could be 
implemented in other forms, for example using a dedicated 
chip. 

Specific examples have been given of methods of 
representing a 2D shape of an object and of methods for 
calculating values representing similarities between two 
shapes but any suitable such methods can be used. 

The invention can also be used, for example, for 
matching images of objects for verification purposes, or for 
filtering. 
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C LAIMS 



1. A method of representing an object appearing in a 
still or video image, by processing signals corresponding to 
the image, the method comprising deriving a plurality of 
numerical values associated with features appearing on the 
outline of an object starting from an arbitrary point on the 
outline and applying a predetermined ordering to said values 
to arrive at a representation of the outline* 

2 • A method as claimed in claim 1 wherein the 
predetermined ordering is such that the resulting 
representation is independent of the starting point on the 
outline. 

3, A method as claimed in claim 1 wherein the 
numerical values reflect points of inflection on the curve. 

4 . A method as claimed in claim 1 wherein a curvature 
scale space representation of the outline is obtained by 
smoothing the outline in a plurality of stages using a 
smoothing parameter sigma, resulting in a plurality of 
outline curves, using values for the maxima and minima of 
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the curvature of each outline curve to derive curves 
characteristic of the original outline, and selecting the 
co-ordinates of peaks of said characteristic curves as said 
numerical values . 

5. A method as claimed in claim 4 wherein the co- 
ordinates of the characteristic curves correspond to an arc- 
length parameter of the outline and the smoothing parameter* 

6. A method as claimed in claim 5 wherein the peak co- 
ordinate values are ordered on the basis of the peak height 
values, corresponding to the smoothing parameter. 

7 ♦ A method as claimed in any one of claims 1 to 6 
wherein the values are ordered starting from the greatest 
value - 

8 . A method as claimed in claim 7 wherein the values 
are ordered in decreasing size. 

9 . A method as claimed in any one of claims 1 to 6 
wherein the values are ordered starting from the smallest 
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value. 



10. A method of representing an object appearing in a 
still or video image, by processing signals corresponding to 
the image, the method comprising deriving a plurality of 
numerical values associated with features appearing on the 
outline of an object to represent said outline and deriving 
a factor indicating the reliability of said representation 
using a relationship between at least two of said values. 

11. A method as claimed in claim 10 wherein the factor 
is based on the ratio between two of said values. 

12. A method as claimed in claim 11 wherein the ratio 
is of the two greatest values . 

13. A method as claimed in any one of claims 10 to 12 
wherein a curvature scale space representation of the 
outline is obtained by smoothing the outline in a plurality 
of stages using a smoothing parameter sigma, resulting in a 
plurality of outline curves, using values for the maxima and 
minima of the curvature of each outline curve to derive 
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curves characteristic of the original outline, and selecting 
the co-ordinates of peaks of said characteristic curves as 
said numerical values. 

14. A method as claimed in claim 10 wherein said values 
are derived using a method as claimed in any one of claims 1 
to 9. 

15. A method of searching for an object in a still or 
video image by processing signals corresponding to images, 
the method comprising inputting a query in the form of a 
two-dimensional outline, deriving a descriptor of said 
outline using a method as claimed in any one of claims 1 to 
9, obtaining a descriptor of objects in stored images 
derived using a method as claimed in any one of claims 1 to 
9 and comparing said query descriptor with each descriptor 
for a stored object, and selecting and displaying at least 
one result corresponding to an image containing an object 
for which the comparison indicates a degree of similarity 
between the query and said object. 

16. A method as claimed in claim 15 wherein a factor is 
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derived for the query outline and for each stored outline 
using a method as claimed in any one of claims 10 to 12 , and 
the comparison is made using the predetermined ordering only 
or the predetermined ordering and some other ordering 
depending on said factors. 

17. A method of representing a plurality of objects 
appearing in still or video images , by processing signals 
corresponding to the images, the method comprising deriving 
a plurality of numerical values associated with features 
appearing on the outline of each object and applying the 
same predetermined ordering to said values for each outline 
to arrive at a representation of each outline. 

18. An apparatus adapted to implement a method as 
claimed in any one of claims 1 to 17. 

19. A computer program for implementing a method as 
claimed in any one of claims 1 to 17. 

20. A computer system programmed to operate according 
to a method as claimed in any one of claims 1 to 17. 
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21. A computer-readable storage medium storing 
computer-executable process steps for implementing a method 
as claimed in any one of claims 1 to 17. 

22. A method of representing objects in still or video 
images substantially as hereinbefore described with 
reference to the accompanying drawings. 

23. A method of searching for objects in still or video 
images substantially as hereinbefore described with 
reference to the accompanying drawings. 

24. A computer system substantially as hereinbefore 
described with reference to the accompanying drawings. 
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ABSTRACT 

A method of representing an object appearing in a still 
or video image, by processing signals corresponding to the 
image, comprises deriving a plurality of numerical values 
associated with features appearing on the outline of an 
object starting from an arbitrary point on the outline and 
applying a predetermined ordering to said values to arrive 
at a representation of the outline. 
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As a below named inventor, I hereby declare that: 

My residence, post office address and citizenship are as stated 
next to my name. 

I believe I am the original, first and sole inventor (if only one 
name is listed below) or an original, first and joint inventor (if 
plural names are listed below) of the subject matter which is 
claimed and for which a patent is sought on the invention 
entitled. 

METHOD, APPARATUS , COMPUTER PROGRAM, COMPUTE^ 

SYSTEM AND COMPUTER-READ ABEL STORAGE FOR 
REPRESENTING AND SEARCHING FOR AN OBFECT 

IN AN IMAGE 



the specification of which 
□ is attached hereto. 
0 was filed on July 3, 2000 * 



as United States Application Number or 
PCT International Application Number 
P CT/JP 00/Q4400 ^and was amended on 
(if applicable). 

I hereby state that I have reviewed and understand the 
contents of the above identified specification, including the 
claims, as amended by any amendment referred to above. 

I acknowledge the duty to disclose information which is material 
to patentability as defined in Title 37, Code of Federal 
Regulations, Section 1 .56. 
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Prior Foreign Application(s) 
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(Country) 
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(Country) 
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(Application No.) 



(Filing Date) 
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(Application No.) 



(Filing Date) 



(Application No.) 



(Filing Date) 
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I hereby claim foreign priority under Title 35, United States Code, 
Section 119 (a)-(d) or 365(b) of any foreign application (s) for patent 
or inventor's certificate, or Section 365(a) of any PCT international 
application which designated at least one country other than the 
United States, listed beiow and have also identified below, by 
checking the box, any foreign application for patent or inventor's 
certificate, or PCT International application having a filing date 
before that of the application on which priority is claimed. 



05 / 07 / 1999 ^ 
(Day/Month/Year Filed) 



(Day/Month/Year Filed) 



Priority Claimed 

@ □ 

Yes No 

□ □ 
Yes No 



I hereby claim the benefit under Title 35, United States Code, 
Section 1 19(e) of any United States provisional application(s) listed 
below. 



(Application No.) 



(Filing Date) 

(mm) 



l hereby claim the benefit under Title 35, United States Code, Section 
120 of any United States appiication(s), or Section 365(c) of any PCT 
International application designating the United States, listed below 
and, insofar as the subject matter of each of the claims of this 
application is not disclosed in the prior United States or PCT 
International application in the manner provided by the first paragraph 
of Title 35, United States Code Section 112, 1 acknowledge the duty 
to disclose information which is material to patentability as defined in 
Title 37, Code of Federal Regulations, Section 1.56 which became 
available between the filing date of the prior application and the 
national or PCT International filing date of application. 



(Status: Patented, Pending, Abandoned) 

(Status: Patented, Pending, Abandoned) 

I hereby declare that all statements made herein of my own 
knowledge are true and that all statements made on information 
and belief are believed to be true; and further that these statements 
were made with the knowledge that willful false statements and the 
like so made are punishable by fine or imprisonment, or both, under 
Section 1001 of Title 18 of the United States Code and that such 
willful false statements may jeopardize the validity of the application 
or any patent issued thereon. 
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POWER OF ATTORNEY: As a named inventor, I hereby appoint 
the following attorney (s) and/or agent(s) to prosecute this 
application and transact all business in the Patent and Trademark 
Office connected therewith: (list name and registration number) 



Norman F. Obion, Reg. No. 24,618; Marvin J. Spivak, Reg. No. 24.913; C. (rvin McClelland, Rg g No 91 iP^ rv^nry j. Maier, Reg. No. 
25,599; A rthur I. Neustadt, Rep. No. 24,854; R ichard D. Kelly, Reg. No. 27.757 ,: James D, Hamilton, Reo. No. 28.421 : Eckhard H. Kuesters, 
°^3J^ Pfi^rHTR^rt T. Pous, Ffog No nag- Charles L. Ghofz t Reg No. 26395; William E. Beaumont. Reg, fslo. 30.99& Jean-Paul 

iLavalleye, Reg, No. 31 ,45 1j Stephen G. Baxter, Rea. No. 32.884 : Richard L. Treanor, Reg. No. 36.379: Steven P. Weihrouch, Reg. No. 
32.829: Jo hn T. Goolkasian, Reg. No. 26.142; Richard L. Chinn, Reg. No. 34,305; S teven E. Lipman, Reg. No. 30,01 1 : C arl E. Schlier, Reg. 

^No. 34.426: Ja mes J. Kulbaski, Rea. No. 34.648^ Richard A. Neifeld, Ffen No as.pqq : j. Derek Mason, Reg. No. 35.270 : Surinder Sachar, 
Rea. No. 34.42^: Jeffrey B. Mclntyre. peg No 3fi.ftfi7; William T Enos .fleo No 33,198 : Michael E. McCabe. Jr.. Re o.Jvfo. 37.182: B radley 
n i ytio Ror| K|n AnH7^- an d Michael R. Casey, Reg. No. 40,294^y vith full powers of substitution and revocation. 
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